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ltaly

Additional Manufacturing
location(s):

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements. This certificate is granted subject to the conditions as set out in IECEx
Scheme Rules, IECEx 02 and Operational Documents as amended.

STANDARDS:

The electrical apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was
found to comply with the following standards:

IEC 60079-0 : 2011 Explosive atmospheres - Part 0: General requirements

Edition:6.0

IEC 60079-15 : 2010 Explosive atmospheres - Part 15: Equipment protection by type of protection "n"
Edition:4

This Certificate does not indicate compliance with electrical safety and performance requirements other than those expressly included in the

Standards listed above.

TEST & ASSESSMENT REPORTS:

A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:

IT/CES/ExTR12.0021/00

Quality Assessment Report:

IT/CES/QAR12.0001/01



http://iecex.iec.ch/iecex/IECExWeb.nsf/ExTRNumber/IT/CES/ExTR12.0021/00?OpenDocument
http://iecex.iec.ch/iecex/IECExWeb.nsf/QARNumber/IT/CES/QAR12.0001/01?OpenDocument
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EQUIPMENT:

Equipment and systems covered by this certificate are as follows:

Description of the equipment:

The float level switch SMALL is an electromechanical device that, coupled through a flexible cable to a submersible pump or to other
controlled device, performs the level control of sewage water applications.

The position assumed by the float, depending on the level of the liquid, determines the switching of the microswitch.

The float level switch SMALL consists of a sealed plastic watertight floating enclosure inside which is housed a microswitch connected
to the flexible cable. The enclosure material is polypropylene.

The device assumes a different designation depending on the type of microswitch used:
SMALL S-EX: single voltage microswitch

SMALL R-EX: multi voltage microswitch

Electrical characteristics

SMALL S-EX:

Rated current / voltage: 10(8)A / 250Vac

SMALL R-EX:

Rated current / voltage: 10(8)A / 250Vac and 10(6)A / 400Vac

- Degree of protection (IEC 60529): IP 65 and IP 68 (10 m 168 hours)
- Ambient temperature range: from 0°C to +45° C

CONDITIONS OF CERTIFICATION: YES as shown below:




