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2.0
PONDMATE

PRODUCT PROFILE
LOW VOLTAGE PUMPS

PM2-600LV - 804752, PM2-900LV - 804753, PM2-1500LV - 804754, PM2-2400LV - 804755

PO

OL & AQUATICS

A low voltage, high performance energy efficient 
pump with flow adjuster, the PondMate 2.0 LV Series is 
suitable for both fresh and marine water. Can be used for 
aquarium and general water circulation.

• Durable construction
• Flow control adjuster
• Energy efficient
• Easy installation
• Supplied with 2m transformer cable  

and 5m pump cable
• Suitable for salt water applications
• Wear-resistant ceramic shaft ensures long life
• More powerful and energy-efficient magnetic rotor
• Weather-proof transformer
• Encapsulated epoxy resin motor ensures  

safety, reliability and durability

PondMate
2 YEAR WARRANTY

NEXT 
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Suitable for 
submersed 
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Weight Outer 
Carton Qty

Low Voltage Pumps

PM2-600LV 12 24 600 1.3 13/16 5 2 a a 1.1 8

PM2-900LV 36 24 900 1.5 13/16 5 2 a a 1.5 8

PM2-1500LV 42 24 1500 1.8 13/16 5 2 a a 1.9 8

PM2-2400LV 72 24 2400 2.7 13/20 5 2 a a 2.7 8

PM2-4500LV 105 24 4500 2.8 20/30 5 2 a a 4.2 6


