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Technical Data Sheet

K-Matic Automatic Flush Valve

K-Matic part number RA7120050

e Flush rate: Up to 20 gallons per minute (dependent on inlet pressure and flow conditions)
e Maximum pressure rating: 125 psi
e Working temperature range: 39.2°F (4°C) to 113°F (45°C)

Manual or Programable Automatic

e Programable Opening Frequency:
e 12 or 24 hours
e 7-,15- or 30-day cycles

e Duration of Flush Time
e 10 or 20 Seconds
e Automatic second flush 3 seconds

o Valve fitting size 2"
e | ow Battery automatically closes the valve

e LED on face panel blinks 2-times for low battery
e 9Volt Battery required

K-Matic part number RA7120050

Flush time selection intervals
12- or 24-hour; 7-, 15-, or 30-day

Selection LED for flush time
Batter Life Indicator

10 second LED
20 second LED

Manual function light
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Set button navigates between functions Allows selection of various functions
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Unscrew the clear cover and insert the 9-Volt battery. Once inserted the unit will come on.

Press the A or V¥ to select the when the valve will open
Once the desired time is selected press SET. This will default to 10 second flush time

Press the A or V¥ to select how long the flush time will be (10- or 20-seconds)
Once the desired time is selected press the SET button for 5-seconds. This will save the data chosen

If the process was completed correctly the Interval LED flashed and the 10- or 20-second flush time
light will be lit

To screw the cover back on, lubricate the 0-ring and then screw the glass cover back on the face of the unit to
ensure that it is sealed

Additional manual flush available in instruction manual

The solenoid pulls the piston The diaphragm seals

g o down, which cause the against the fitting by
Flush Valve Typical Airgap diaphragm to allow debris to pressing against the edge

Assembly Installation pass as large as a 14"
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Check out all of Atlas Filtri’s various solutions and kits to meet the application requirement for your filtration needs
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