


• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



●

●

●

 



 

 

 

 

 



●

●

●



• 

• 

• 



 



• 

• 

• 

• 

• 

• 

• 

• 

• 

•  

• 

• 

• 

• 

• 

• 

• 

• 

 
 

 

 

 

 





●

●









 

 
 

 

●

●

●



 



 

 

 

 

 

 

 

 

 



 
 

 









• 

• 

• 

• 



• 

• 

• 





Drive type Comm Group: Parameters setting 

Master drive 1 

Frequency Given: Default 1 = PID 
Comm. address 1 
Follower qty 1 

Standby Master 
Drive 2 

Start/stop command: 2 
Frequency given  2 
Comm. address 2 

Drive type Comm Group: Parameters setting 

Master drive 1 

Frequency Given: Default 1 = PID 
Comm. address 1 
Follower qty 2 

Standby Master 
Drive 2 

Start/stop command: 2 
Frequency given  2 
Comm. address 2 

Slave 1  
Drive 3 

Start/stop command: 2 
Frequency given  2 
Comm. address 3 
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